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Truck Mounted Hydraulic Crane




\Note: Weights may vary due to manufacturing tolerances and scale accuracy.
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Note: ( ) Reference dimensions in mm
POUNDS FRONT REAR TOTAL MAX.
(KILOGRAMS) TANDEM TANDEM WEIGHT SPEED
Equipped as above 58,183 lbs. 71,821 Ibs. 130,004 Ibs. 30 MPH
(26 392 kg) (32 578 kg) (58 970 kg) (48.2 KPH)
12,000 Ibs. portion cwt. 52,868 Ibs. 89,136 Ibs. 142,004 Ibs. 30 MPH
on S/S (23 891 kg) (40432 kg) (64 413 kg) (48.2 KPH)
12,000 Ibs. + 18,000 Ibs. 44,895 |bs. 115,109 Ibs. 160,004 Ibs. 10 MPH
cwt. on SIS (20 364 kg) (52 213 kg) (72 578 kg) (16 KPH)
Remove all cwt., O/R 50,328 Ibs. 60,946 Ibs. 111,274 Ibs. 50 MPH
boxes & hookblock (22 829 kg) (27 645 kg) (50 474 kg) (80.46 KPH)
Remove all cwt.,, O/R 46,647 |bs. 60,485 Ibs. 108,054 Ibs. 50 MPH
boxes, hookblock, (21 159 kg) (27 436 kg) (48 595 kg) (80.46 KPH)
teleswingaway
Components
33-58 (10 -17.7 m) +3,681 Ibs. (1670 kg) -461 Ibs. (-209 kg) +3,220 Ibs. (1461 kg)
teleswingaway
Front O/R box +5,002 Ibs. (2269 kg) +2363 Ibs. (1072 kg) | +7,365 Ibs. (3341 kg)
Rear O/R box w/floats 2,944 |bs. (-1335kg) | +10,882 Ibs. (4936 kg) | +7,938 Ibs. (3601 kg)
Non-supply aux. hoist +723 Ibs. (327 kg) -2,323 Ibs. (-1053 kg) -1,600 Ibs. (-725 kg)
130 ton hookblock 45,797 Ibs. (2629 kg) | -2,370 Ibs. (-1075 kg) | +3,427 Ibs. (1554 kg)
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Working Range
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42-130 ft. 33-58 ft. 360°
(12.8-39.6m) (10.0-17.7 m)
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AXIS OF ROTATION —

DIMENSIONS ARE FOR LARGEST
GROVE FURNISHED HOOK BLOCK AND
7'-0" 9'.7" HEADACHE BALL, WITH ANTI-TWO

l BLOCK ACTIVATED.
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